
Ray

P R O D U C T    D A T A    S H E E T

Category, environment:
Product use:

Protection class:
Ambient temperature:
Service lifetime:

Material, finish:
Net weight:
Beam angle:
Lighting direction:
Anchorage:

Lamp temperature:
Power cable:
Accessories:

Power consumption:
Light source:
Color temperature:
Dimming:

Power consumption:
Light source:
Color temperature:
Dimming:

Certificates:

spotlight, outdoor
for lighting trees, bushes, flower beds 
and unique architectural elements 
IP65
- 30 to 60 °C
50 000 hours

We provide post-warranty service 
and lamps renovation.  

stainless steel, polished
0,8 kg
15 ° / 40 °
adjustable in all directions
to the soil using a metal spike,
to solid materials using an archor bolt
30 °C
yes
metal spike

6 W
LED module brand CREE
3000 K / 4000 K / 6000 K 
yes, using external controllers
the principle of low-voltage dimming
(control and power supply not included)

3 W
LED module brand CREE
3000 K / 4000 K / 6000 K
no

Input voltage 24 V DC:

Input voltage 210 - 240 V AC / 50 - 60 Hz:
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Reference code

RA-24-WW-15

RA-24-NW-15

RA-24-CW-15

RA-24-WW-40

RA-24-NW-40

RA-24-CW-40

RA-230-WW-15

RA-230-NW-15

RA-230-CW-15

RA-230-WW-40

RA-230-NW-40

RA-230-CW-40

Input voltage

24 V DC

24 V DC

24 V DC

24 V DC

24 V DC

24 V DC

210 - 240 V AC / 50 - 60 Hz

210 - 240 V AC / 50 - 60 Hz

210 - 240 V AC / 50 - 60 Hz

210 - 240 V AC / 50 - 60 Hz

210 - 240 V AC / 50 - 60 Hz

210 - 240 V AC / 50 - 60 Hz

Beam angle

15 °

15 °

15 °

40 °

40 °

40 °

15 °

15 °

15 °

40 °

40 °

40 °

Color temperature

3000 K (WW - warm white)

4000 K (NW - natural white)

6000 K (CW - cool white)

3000 K (WW - warm white)

4000 K (NW - natural white)

6000 K (CW - cool white)

3000 K (WW - warm white)

4000 K (NW - natural white)

6000 K (CW - cool white)

3000 K (WW - warm white)

4000 K (NW - natural white)

6000 K (CW - cool white)


